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TECHNICAL DATA SHEET 

GREEN MONK 

CLEANING SOLUTIONS 

 
 
1. - PRODUCT DESCRIPTION 
 

B-Blast™ (GMBB-100™) is an “eco-innovative”, water miscible, concentrated industrial cleaning agent developed for the remediation, 
abatement, preparation, and restoration of porous and non-porous surfaces. B-Blast™ is classified as GRAS (FDA: Generally Recognized As 
Safe), does not contain methylene chloride, acids, salts, or other forms of harsh chemical ingredients, and is biodegradable. 
 

B-Blast™ is extremely efficient in the removal of dirt particles which have manifested as stains, organic growth, and other environmental fouling, 
including inorganics such as oil, rust, and grease from the substrate and surfaces of concrete, masonry, bricks, porous stone, wood and exterior 
building materials. NOTE: B-Blast™ may cause damage to gel coats. B-Blast™ has been formulated to be fast acting. 

 

2. - PHYSICAL PROPERTIES 
 

PROPERTIES  
Colour Transparent 

Gloss None 

Vapour Pressure 20 mmHg @ 20°C / 68°F (As water) 

Specific Gravity 1.01 g/cc 

Volume Solid 14% 

pH 5.8 - 7.2 

Flash Point 100°C / 212°F 

Sag 20 mil plus 

Solubility in Water (% W/W) Complete 

VOC Content 0 g/L 

Viscosity 5% by Weight 

Coverage 
500 - 600 ft2 (46 m2 - 56 m2) per gallon. 
Results may vary depending on the severity 
of the fouling to be removed. 

Shelf Life 60 months (5 years) 

Dwell Time 10 - 45 minutes 
 

3. - PRODUCT ADVANTAGES 
 

Safe: Removes: Eco-Responsible: 

 Meets NTP, IARC, and OSHA standards 

 Safe to use around plants and vegetation 

 No special ventilation required 

 Non-mutagenic 

 Dirt 

 Stains 

 Mold 

 Algae 

 Mildew & Lichens 

 Environmental pollutants 

 Zero VOC, TAP & HAP 

 Essentially safe for municipal waste water 

systems* 

 
(*Disposal should be carried out in accordance with city, 

municipal, provincial, state, and federal laws and regulations.) 
 

Applicable Surfaces:  

 Marble 

 Granite 

 Travertine 

 Masonry 

 Terra cotta 

 Concrete 

 Stucco 

 Wood 

 And other architectural surfaces 
 

4. - LIMITATIONS 
 

For the best removal & remediation results, the optimum surface temperature should range from 15°C - 35°C (59°F - 95°F). Lower 
temperatures will reduce the efficiency and effectiveness and dwell times will be increased. 

 

5. - PRE-TEST 
 

NOTE: Always prepare a small test area on each type of surface to be cleaned before moving ahead with a full treatment application of  
B-Blast™. Testing is the most effective method to ensure suitability of the product in order to achieve a successful cleaning process. A 
"test patch" will also help in determining the amount of product needed and an appropriate dwell time. Cover and protect areas that you do 
not want B-Blast™ to come into contact with. 

 
 
 
 
 

B-BLAST
™

 
GMBB - 100 
 

B-Blast™ is easy to apply & remove. It will not etch 
or damage glass or metal surfaces that it may come 
into contact with. B-BLAST™ is safe to use when 
recommended precautions are followed. 
 
Please refer to the SDS for additional information. 
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B-BLAST
™ - An Eco-Innovative Industrial Cleaning Solution 

Engineered 
For..  . 

Sustainability 

6. - APPLICATION GUIDELINES 
 

Surface to be treated must be dry. B-Blast™ can be applied quickly and efficiently over large surface areas due to its spray-on, or foam-on, 
capabilities which allow it to cover challenging and hard to reach areas in a project. 
 

NOTE: 

 Numerous factors can have an effect on the scale, performance, and scope of the removal, remediation and restorative process. 

 B-Blast™ should only be applied by a technician trained in its proper use and application. 

 If there are any questions or concerns, please contact an Assero representative before proceeding with an application of B-Blast™. 
 

7. - APPLICATION PROCEDURES 
 

Always start an application at the lowest pressure and slowly build up pressure until an appropriate fan pattern has been achieved. 
 

APPLICATION DETAILS  
Application Methods Brush, Roller or Airless sprayer 

Application Thickness 1/8” (3.17 mm) 

Dwell / Soak Time 10 - 45 minutes 

Low Fouling Situations 
B-Blast™ can be admixed into a pressure 
washing system. 

 

FOULING REMOVAL  

Removal Equipment (Option 1) 
Spray bottle or pail of fresh clean tap water. 
Soft nylon or natural brush. 
Clean cloth or sponge to wipe dry. 

Removal Equipment (Option 2) Pressure washer (1200 - 1500 psi) 

Rinse Contaminants  & 
B-Blast™ from Surface 

Rinse with generous amounts of clean tap 
water. Occasionally refresh water in the pail 
with clean water 

Rinse Thoroughly 
Close attention should be paid to crevices, 
grooves and cracks. 

 

8. - CLEANUP & MAINTENANCE 
 

Clean the airless sprayer equipment by running clean tap water, or soapy water followed with fresh clean water, through the equipment soon 
after the application has been completed. Allow the treated parts to dry completely before repainting the surface and/or before the application of 
other coatings. No additional service is needed once the removal project is complete. 

 

9. - HEALTH & SAFETY PRECAUTIONS 
 

B-Blast™ is safe to use when recommended precautions are followed. As with any chemical, avoid breathing in fumes, contact with eyes, and 
ingestion. Before using this product, PLEASE refer to the SDS for additional information on health, physical, and environmental precautions, as 
well as first aid recommendations, application procedures and safe handling protocols. 

 
DISCLAIMER / LIMITATIONS OF LIABILITY: The data contained within this Technical Data Sheet represents typical values. Since application variables, environmental conditions present at the 
time of application, and the skill of the applicator are significant factors in the performance of this product, this information should serve only as a general guide. No warranty or liability for 
the performance of the product will be accepted unless specifically agreed to by us in writing. ASSERO INDUSTRIAL COATINGS assumes no obligation or liability for use of this 
information. ASSERO WILL NOT BE LIABLE FOR ANY SPECIAL, INDICIDENTAL OR CONSEQUENTIAL DAMAGES. 

 
 
 
 

FO R IN D US T RI A L  &  COM ME R CI A L  US E  ON L Y  
 
 
 

For more information, and for current pricing, please contact: 
 

 
 
 
 
 

 

Airless spraying is the most cost effective 
method and can be applied using a mobile 
pump sprayer. 
 

NOTE: A 2nd coat is not needed for most 
applications. If applying a 2nd coat, apply after 
the 1st coat dwell time has passed. (Refer to 
previous test results to determine if more 

than one coat is required.) 

ASSERO INDUSTRIAL COATINGS 

 +1.888.588.6986 
info@assero.co 
www.assero.co 

www.assero.co/products/greenmonk 

Tel: 
Email: 
Web:  

Info: 

HS Code: 3814.00 
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